MAX-LED KARTA PRODUKTOWA

lighting\ technologies

Naswietlacze LED
PRO Il TOOW

ZASTOSOWANIE

+ Oswietlenie budynkéw
+ O$wietlenie reklam

+ Oswietlenie hillboardéw
+ O$wietlenie parkingéw

Dane techniczne podstawowe Rysunek techniczny Rysunek pogladowy sposéb pakowania
Temperatura barwowa EAN Strumien swietlny
4000K biata neutralna 5903271842179 13000 Im *
Dane techniczne wspélne
Trzonek
Moc znamionowa 100 W
Moc odpowiednika
Napiecie 220-240V
Kat Swiecenia 120°
Klasa szczelnosci obudowy IP65
v\/spcﬂézynnik oddawanié barW - Ra =70 : Wymiary produktu Opakowanie jednostkowe produktu
Wspotczynnik mocy PF 09 X-wymiar 282 [mm]
7 7 o - : Y - wymiar 321 [mm]
Mozliwosé Sciemniania NIE Z-wymiar o 4mm]
Trwatose 15000 h
Liczbarcykli w’ra&eniow}ch 7 - 20000 : Diagram rozktadu natezenia $wiatta Opakowanie zbiorcze produktéw
Wpdodled e Typ pakowania (XY2)
Materiat aluminium los¢ sztuk 4
Kolor obudowy czarny \‘ \ o OX-wymiar 190 [mm]
7 7 7 ) 1283 OY-wymiar 300 [mm|
Czas rozruchu <0,2s ;;82 0Z - wymiar 7 o 350 [mm]
Czas rozgrzewania do (60%), do (95%) <2s o Waga
: : s e LED Floodlight PRO Il
* Calkowity strumien swietlny 7rodka $wiatta za kloszem przy temp. otoczenia 25°C. 0180 == 090210

Tolerancja strumienia $wietinego +/- 10%.
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Zdjecia produktow i niektére parametry techniczne umieszczone w karcie produktu moga nieznacznie odbiega¢ od produktéw
znajdujacych sie w sprzedazy. Zastrzegamy sobie prawo do btedow w druku.




MAX-LED PRODUCT CARD

lighting\ technologies

LED FLOODLIGHT
PRO Il TOOW

APPLICATION

+ buildings lighting

+ advertising lighting
+ bilboard lighting

« parking lighting

Basic technical data Technical drawing lllustrative method of packaging
Color temperature EAN Luminous flux
4000K7neutral white . 5903271842179 o 13000 Im* 7
Common technical data M
Base
Wattage 100W
Equivalent i
Voltage 220-240V I
Beam angle 120° i
IP protocol IP65
Color §endering V|ndex o - Ra =70 : Product dimensions The unit package of the product
Powerfactor V o - PF0.9 ) X-dimension 282 [mm]

7 7 - - : Y - dimension 321 [mm]
Dimmiﬁg 7 7 No : Z - dimension 47 [mm)
Lifespan 15000 h
Numbér of switching cyéles 7 - 20000 : Diagram of light intensity distribution Packaged products
LED tybe 7 o - SMD : Packaging type (XYZ) o -
Material aluminum Quantity 4
Housing color black OX - dimension - 190 [mm]

0Y - dimension 300 [mm]

Startinrg time 7 - - <0,2s ) 07 - dimension 350 [mm)
Warm-up time (60%), do (95%) <2s Weight

: : s e LED Floodlight PRO Il

* The total luminous flux of the light source behind the shade at ambient temp. 25 ° C. 00180 == 090210

Tolerance flux +/- 10%.

@ ( ) ALL RIGHTS RESERVED 2021 © GRUPA MAROX SP.Z0.0. SP.K.
Ro H S GRUPA MAROX SPOtKA Z 0GRANICZONA ODPOWIEDZIALNOSCIA SPOtKA KOMANDY TOWA
% . POLAND, GOSPODARCZA 24, 32-600 OSWIECIM
= Compliance v

THE PICTURES OF PRODUCTS IN THE PRODUCT CARD MAY DIFFER FROM THE ACTUAL PRODUCTS. WE RESERVE THE RIGHT TO
PRINTING MISTAKES AND ERRORS. THE SHAPE AND TECHNICAL DATE OF ALL PRODUCTS FROM THIS PRODUCT CARD ARE
SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.




